
abGenixTM Automated DNA & RNA Extraction System is a reliable system with cost 
effective and affordable extractions kits for various kinds of samples.

Reliable system 
with cost effective 

and affordable 
extraction kits for 

various kind of 
samples

Small footprint 
which fits easily 
on lab bench top

High quality 
nucleic acid 

extraction using 
Magnetic Pillar 
Rod Technology

Easy-to-use 
instrument with user 

friendly software, 
saving time and 

labour

Rapid extraction 
to streamline 
work process
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Introduction / Features

abGenixTM EXTRACTION KIT

Available in plate (16 reactions) and strip (single reaction) format

Wide variety of sample types

Prefilled reagent cartridges

Compatible with downstream applications such as qPCR and sequencing

Easy to use and user friendly
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abGenixTM ACCESSORIES

Product name Part no. Packing Size
abGenixTM Strip Reagent Adapter 800850 1

abGenixTM LED Magnetic Base 800856 1

Product name Part no. No. of reactions
abGenixTM Viral DNA and RNA Extraction Kit (Plate / Strip) 800811_C / 800812_C 64 / 20

abGenixTM Bacteria Genomic DNA Extraction Kit (Plate / Strip) 800813 / 800814 64 / 20

abGenixTM Whole Blood Genomic DNA Extraction Kit (Plate / Strip) 800815 / 800816 64 / 20

abGenixTM Animal Tissue Genomic DNA Extraction Kit (Plate) 800827 64

abGenixTM TB DNA Extraction Kit (Plate / Strip) 800833 / 800834 64 / 20

abGenixTM Viral DNA and RNA Extraction Kit II (Plate / Strip) 800841 / 800842 64 / 20
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Technical Specification

Model abGenixTM

Catalogue No. 800800

Dimension (W x D x H) 440 mm x 420 mm x 440 mm

Extraction method Magnetic pillar rod technology

Capacity 1–32 samples per batch 30–60 mins (Kit dependent)

Processing time 30–60 mins (Kit dependent)

Processing volume Fixed volume: 100–200 μl (Kit dependent)

Elution volume Fixed volume: 60–100 μl (Kit dependent)

Collection efficiency of  
magnetic particles > 95% depending on sample and reagent kit

Heating temperature Room temperature to 1200C

Contamination control UV light

Hardware
•	 Integrated microprocessor, no external PC required
•	 Touch control panel
•	 Tablet pairing and control

Operation interface English / Chinese language operation system

Protocols 15 pre-installed protocol in instrument, unlimited in tablet

Weight 31.5 kg

Power usage AC 110–240V, 50 / 60 Hz

Power consumption 600VA

Operational ambient temperature 10–400C


	9eaa49fb064e5d78924cb09c6b7a461e63abfd4f5a324ea30be73d4f47357da8.pdf
	9eaa49fb064e5d78924cb09c6b7a461e63abfd4f5a324ea30be73d4f47357da8.pdf

